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IMPACT750 

Impact testers pendulum 

According ISO 148-1, ASTM E23, GOST 9454, JIS Z 2242 

1.20 Eng 

  

Datasheet   

  

TIA1.1.5 

Charpy Impact Hammer 

 
Impact testers pendulum  

dedicated to steel products 
 

Features 
 

⊂ Automatic hammer reloading after every test 

⊂ Touch screen control panel with digital display 

⊂ Adjustable control panel position (height and rotation)  

⊂ Start button on the safety door handle 

⊂ Integral safety guard  

Functioning 
 

Determination of energy and resilience of standard metal 
specimens.  Impact instruments are available with Charpy and/or 
Izod tooling. 

Options 

⊂ Software  

⊂ Centering devices available by the notch or by the side 

⊂ Broken samples chute and conveyor 

⊂ Pliers for the positioning of the specimen  

⊂ Cooling chamber/cryostat to condition the specimens 

⊂ Digital Thermometer 

⊂ Concrete base (plinth) 

⊂ Doors opening side 

⊂ Instrumented package (with software) according 
ISO 14556 and ASTM E 2298 

Benefits  

⊂ Fast  
⊂ Functional  
⊂ Good value for money 

  

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 
ITEM TIA1.1.5 

Nominal energy [J] 750 

Drop height [m] 1.5 
Impact velocity [m/s] <5.5 
HMI 10 µm 5.7 “ Colour touch screen display 

Weight [kg] 

Frame 1600 
Safety Shields 120 

Concrete base (opt.) >2050 
Resolution (°) 0.1 
Min certifying energy ISO 148-1 [J] No limits 
Min certifying energy ASTM E23 
(25 time the resolution at 15J) [J] 

10 

Max certifying energy (80% of nominal size) [J] 600 
Air humidity (without condensing) Max 80% 
Hammer reloading Automatic after every test 
Other hammer Charpy 450 J Opt. 
 Charpy 600 J Opt. 
 Charpy 750 J Standard 
 Izod 300 J Opt. 
Power supply 220V±10% 50/60Hz (other on request) 
Allowed Magnetic Field [µT] <500 
Ambient temperature +10°C ÷ +40°C 
Approx. package dimension (without concrete base) 2600 x 1400 x H2510 
Power rating [W] 1000 
Noise level dBA <70 
Suggested local light level 300 lux 
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